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AUDIO VIDEO STEREO RECEIVER 


KR-V7060 
KR-V6060 


INSTRUCTION MANUAL 


KENWOOD CORPORATION 


This manual contains instructions for two models. 


For your records 


Record the serial number, found on the back of the unit, in the spaces designated on the warranty 
card, and in the space provided below. Refer to the model and serial numbers whenever you call 
upon your dealer for information or service on this product. 

Model Srial Number 


Unpacking 


Unpack the unit carefully and make sure that ail accessories are put aside so they will not be lost. 
Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to operate, 
notify your dealer immediately. !f your unit was shipped to you directly, notify the shipping com- 
pany without delay. Only the consignee (the person or company receiving the unit} can file a claim 
against the carrier for shipping damage. : 

We recommend that you retain the original carton and packing materials for use should you trans- 
port or ship the unit in the future. 


Accessories 


Loop antena stand ........(1) 


Batteries (R6/AA) 


e— 


Except for U.S.A., Mexico, 
Canada, and Australia 
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pplying power . 
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¢ Units are designed for operation as follows. 
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AC voltage selection AC voltage Selector switch 

This unit operates on 110 - 120 volts or 220 - 


240 voits AC, The AC voitage selector switch AAG tt0- : Ae Taviaois: “AC palo E 
3 <_h 


on the rear panel is set to the voltage that pre- 
vails in the area to which the unit is shipped. 
Before connecting the power cord to your AC 
outlet, make sure that the setting position of 
this switch matches your line voltage. If not, it 
must be set to your voltage in accordance with 
the following direction. : 


| KR-V7060 | KR-V6060 
Note: ee Move switch lever to match your line voltage with 
Our warranty does not cover damage caused by excessive line a small screwdriver or other pointed tool. 


voltage due to improper setting of the AC voltage selector switch. 


._,oafety precautions  _.. 


WARNING :TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN 
OR MOISTURE. 


CAUTION CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER 
RISK OF ELECTAIC SHOCK (OR BACK), NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO QUALIFIED 


DO NOT OPEN SERVICE PERSONNEL, 3 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, IS 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED "DANGEROUS VOLTAGE” 
WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE A 
RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER TO 
THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN THE 
LITERATURE ACCOMPANYING THE APPLIANCE, 


For the U.S.A. 


FCC WARNING 

This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an 
unauthorized change or modification is made. 


NOTE: 
This equipment has been tested and found to camply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rutes. These 
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmful 
interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by ane or more of the following 
measures; 

~~ Reorient or relocate the receiving antenna. 

~- Increase the separation between the equipment and receiver. 

—- Connect the equipment into an outlet_on a circuit different from that to which the receiver is connected. 

~— Consult the dealer or an experienced radio / TV technician for help. 


For the U.S.A. 


Note to CATV system installer: 
This reminder is provided to call the CATV system installer's attention to Article 820-40 of the NEC that provides guidelines for proper 
grounding and, in particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the point of 
cable entry as practical. 


Special features _ She st ee 
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The surround system reproduces video software programmes cose 


carrying the TXi[Bour sumoun) mark with similar acoustic effects 
to movie theaters. 

The DOLBY PRO LOGIC mode controls the audio signals of the 
Front Left/Right, Center and Rear surround channels using the 
built-in directivity enhancer circuit to reproduce the feeling of 
sound motions realistically. 

The DOLBY 3 STEREO mode can reproduce the motions of sound 
aven when only the front and center speakers are used, by 
providing proper acoustic position using the directivity enhancer 
circuit. 


This mode adds presence sound components to the signals output 
from the DOLBY PRO LOGIC (Left, Center, Right and Surround 
channels), allowing movie software programmes to be played 
with a similar feeling of presence to movie theater in a listening 
room at home. 
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__ faution ; Read the pages marked 4, carefully to ensure safe operation, 
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System connection 

Controls and indicators 
Operation of remote control unit 
Playing music 

Sound adjustment functions 
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KR-V7060 


Make connection as shown below. 
When connecting the related system components, refer also to the instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


LD Player or VIDEO DECK 2 Monitor TV AC outlets 


For other countries ex- 
cept for the U.S.A,, 
Mexico and Canada 


Video in Video out Audio cut | Video out 


Audio out | ff Audio in | 
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To AC 
outlet 
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Tape deck 2 
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CD player connec. PLAY REC Tape deck 1 | CONTROL 


Automatic operation 

When this unit is connected to KENWOOD system components such as @ cassette deck and CD player through system control cords and the input 
source is selected with the INPUT SELECTOR, the selected component starts to play automatically, Inversely, playing a component automatically 
selects that source as the input to this unit. The automatic operation also occurs when the provided remote control is used. 


1. Connect all cords firmly. lf connections are loose, there could be loss _of sound or noise produced. 

2. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplugging 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 

3. De not connect up a power source which is larger than that jndicated on the socket at the rear of the unit. 

4. Insert the system control plugs completely into the jacks. 

5. lf the system control cords or audio cords are not connected properly, the remote control or automatic operation between system 
components will not work properly. 
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_Connectionofspeakers = =————— ee = 


SPEAKER SYSTEM A 


® Push lever. sececeeer EN Scecesereres 
D RNY Kee Center speaker 


(82. ~ 16Q} 


R Rr |] L 
epestcenece #054 5078"6; #50076'6"8: 
@ Never short-circuit the + and - speaker cords. : Sere seoverevcee I Sereneoees 
e lf the left and right speakers are connected inversely or if the irene 
speaker cords are connected with reversed polarity, the sound eee 4 
becomes unnatural with ambigous acoustic image positioning. RRR Read (80 ~ 16Q) 
Be sure to connect the speakers and speaker cords correctly. cueeunntiimamaamans 
e Proper sound will not be produced unless two rear speakers are SPEAKER SYSTEM B 
connected. 


Speake 
Set the IMPEDANCE SELECTOR switch on the rear panel according to the impedance of the front speakers used. The center. and rear speakers 
should have impedances from 8 to. 16 ohms regardless of the position of this switch, ae 


Front speaker impedance Selector position 


= 


Aor B speakers 40 ~ 6Q CO | 


Aand B speakers 8Q ~ 1682 AcrB:LESSTHANS2 AorB: 
AandB:SQO0RMORE = 82 0R MORE 


IMPEDANCE SELECTOR 


=> 


Lo 


<< 
AorB: LESS THAN 8 AorB; 
Aand B: 82 OR MORE 82 OR MORE 


IMPEDANCE SELECTOR 


Aor B speakers 82 ~ 160 


e |tis not possible to use both A and B speaker systems for surround play. 

@ lt is not possible to use both A and B speaker systems if speakers have impedances from 4 ohms to 6 ohms. 
PRE QUT jacks 
Use these jacks when you want to play music with larger volume level than the level obtained with normal connection, or when you want to enjoy 
musi¢ with different tones. _ : . ee ee 
Speakers cannot output sufficient sound level even when they are connected directly to the PRE OUT jacks. These jacks should be connected to 


speakers containing an amplifier or to amplifiers to which speakers are connected. 
Be sure to press the SPEAKERS switch (A and/or B) to ON. 


oe ee 
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Amplifier — Amplifier 


b A OT 
CKO OT 
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- Rear surround 
Amplifier speakers 


"e's" 6 "6" S a 6 'e" 


Amplifier 


tatatgtgte 
etetetecerere: 
terete, 


Sub woofer 
e Connect a sub woofer if you want.te enhance the bass sound. 


Make connection as shown below. 


“Dithhkt pene: 


When connecting the related system components, refer also to the instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 
VIDEO DECK 1 LD Player or VIDEO DECK 2 Monitor TV : 
Video in Video out Audio out Video aut 
Audio out] § Audio in 


Audio cord 


To AC 
outlet 


(ESSTIUNES 4 
ARCIMCRE F 


AC outlets 


Except for the U.S.A., 
Mexico and Canada 
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SPEAKER IMPEDANCE SELECTOR 


Tape deck 2 


Turntable 
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oN Systam control cord VA 
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Automatic operation 
When this unit is connected to KENWOOD system components such as a cassette deck and CD player through system control cords and the input 
source is selected with the INPUT SELECTOR, the selected component starts to play automatically. Inversely, playing a component automatically 
selects that source as the input to this unit. The automatic operation also occurs when the provided remote control is used. 


1. Connect ail cords firmly. If connections are loose, there could be loss of sound or noise produced. 
v 2. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplugging 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 
3, Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 
4, Insert the system control plugs completely into the jacks. 
5. If the system contro] cords or audio cords are not connected properly, the remote contro! or automatic operation between system 
components will not work properly. 
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Connection.of speakers tg 
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@ Push lever. 
£0,690 £0.99. 0.6: 
O46 + oe CE I 
Utateterets xxxxxa Center speaker 
etetetate: wretetetete: 
retesegecers rosegegecegs 
tetatatete? Fretetetetet 8Q ~ 16Q 
COOK +24 0.4.4 
etatatete’ statetetete’ 
ratetatetets ateteteteta 
+o + oo + Cx KOK A 
++ + + © +o + 6 + 8 OK 
watetetete: wretetetate: ‘ateteterere 
CKO ++ +o 4 Pt 
Watetetate: stetatetate: ‘etetetetets 
rat etetetats rateteterete setatetete®: 
Weretatete’ statetetete: ‘atetetatete 
eteteretete atatetete watetatete®. 
Naresetetes seperatetes “eeeeeatytet, 
Setetevete? stetetetete: ‘sleletetete 


( Insert cord. 
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@) Return lever. 
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@ Never short-circuit the + and - speaker cords. Nestea: EM scneees BEM Scenes [NM Soe 

e If the left and right speakers are connected inversely or if the sSetetetogs MEM oseseseseet PN siseeeneees: BEM czeceesees 

speaker cords are connected with reversed polarity, the sound ececeseces mM evceceeetot nnn 

becomes unnatural with ambigous acoustic image positioning. Roce exxxxd Rear speaker 
Be sure to connect the speakers and speaker cords correctly. tototonetere MM Sonstonetess (80 ~ 160) 


e Proper sound will not be produced unless two rear speakers are 
connected, 


SPEAKER SYSTEM B 


Speaker IMPEDANCE SELECTOR 
Set the IMPEDANCE SELECTOR switch on the rear panel according to the impedance of the front speakers used. The center and rear speakers 
should have impedances from 8 to 16 ohms regardless of the position of this switch. , 


For surround play For non-surround play 


Front speaker impedance 


Selector position 


LESSTHANEQ & 
aOR MORE ¥ 


IMPEDANCE 
SELECTOR 


Aor 8B speakers 492 ~ 6Q 


LESS THAN 82 lt 
8 OR MORE ¥ 


IMPEDANCE 
SELECTOR 


Aor B speakers BQ ~ 169 


@ It is not possible to use both A and_B speaker systems for surround play. 


Front speaker impedance 


A or B speakers 4Q ~ 62 


A or B speakers 8Q ~ 16Q 
A and B speakers 8Q ~ 16 


Selector position 


LESSTHANSQ § 4 
B82 ORMORE ¥ 
IMPEDANCE 
SELECTOR 


LESS THAN 82 ‘a 
SQ OR MORE ¥ 


IMPEDANCE 
SELECTOR 


e It is not possible to use both A and B speaker systems if speakers have impedances from 4 ohms to 6 ohms. 


Connection method to each antenna terminal 


@Push tever, @Insert cord. (3) Return laver. 


e 


AM loop antenna connection AM outdoor antenna connection 

The supplied antenna is for indoor use. Place it as far as possible from If the reception is poor when the AM loop antenna is used, distribute 
the main system, TV set, speaker cords and power cord, and set it to a vinyl-coated wire of more than 6 meters outdoors, without discon- 
a direction which provides the best reception. necting the loop antenna. 


Outdoor antenna 


Loop antenna 
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“AM indoor antenna connection FM outdoor antenna connection 

The supplied antenna is for indoor use. For stable reception, remove Lead the 759 coaxial cable connected to the FM outdoor antenna into 
the indoor antenna after installing an outdoor antenna as soon as pos- the roam and connect it to the FM 75 terminal. 

sible. 


FM indoor antenna 


Coaxial cable 


ARIPO ICO 


FM DE-EMPHASIS / CHANNEL SPACE switch 


(Except for U.S.A., Mexico and Canada) 
The FM DE-EMPHASIS / CHANNEL SPACE switch on the rear panel 
is set to the correct setting that prevails in the area to which the unit 
is shipped. However, if the FM DE-EMPHASIS / CHANNEL SPACE 
- setting is not matched to the area where the unit is to be used, for 
instance, when you moved from area 1 to area 2 or vice versa, de- 
sired reception of AM/FM broadcasts is not expected. In this case, 
change the FM DE-EMPHASIS / CHANNEL SPACE setting in accor- 
dance with the area corresponding to the table, The FM DE-EMPHA- 
SIS is switched over at the same time. 


e@ When changing the setting of the FM DE-EMPHASIS / CHANNEL __. 


SPACE switch, first disconnect the power cord of the amplifier, 
then reset the channel space switch, connect the power cord 
again, and turn the power on. can 


KR-V7060 KR-V6060 


AM FM ; 
1OkHz 100kHzH f_| A 7545 
kHz SOkH2F ¥ Sous : 


AM: 10kHz 


American countries 


Other countries 


U.S.A., Canada, 
Hawaii, South FM: — 100kHz 


Reception mode 


indicator 
LINE STRAIGHT Tuning mode 
Broadcast band indicators indicator indicator 
SPEAKERS indicators SURROUND indicator | TAPE 2 
indicator 


it A A Ad A 8 WA WA ie 


VIDEO 1/2 indicators Frequency display, el. 
Input display, 3 STEREO indicator 


Preset channel.display, LOUDNESS indicator. MEMORY indicator 
Surround mode display 


Display > _ . _ 


TUNED indicator 
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» @ G4 26 9 
15 1719 1 3 J 7 
@ TONE control knobs @® PHONES jack @ REAR LEVEL key 
€ Numeric keys Used for headphone listening. @ LINE STRAIGHT key 
© Remote control sensor SPEAKERS A/B keys Press to reproduce the source with 
€ THEATER LOGIC indicator Press to select the A and/or B speaker higher sound quality. 
@ STAND BY indicator systems. @ DELAY TIME key 
@ BAND key @ THEATER LOGIC key Press to adjust delay time. 
Press to switch the broadcast band. @ LOUDNESS key @ TAPE 2 {MONITOR} key 
@ TUNING keys Press to enhance low frequencies. ’ @ INPUT SELECTOR knob 
€ P.CALL key @ DOLBY PRO LOGIC key Turn to select the input sources. 
© AUTO key @ CENTER MODE key @ MEMORY key 
@ DIRECT key Press to select the center mode of the Press to preset a station in the memo 
Press for direct station tuning based on DOLBY PRO LOGIC surround play. & BALANCE contro! knob 
numerical! input. € DOLBY 3 STEREO key Turn to adjust the volume balance i 
(PVOLUME CONTROL knob @ CENTER LEVEL key tween left and right. 


Press to cancel the surround modes. 


When the power cord of this system is plugged into an AC outlet, the STAND BY indicator lights up regardless of the ON/OFF setting of the POW: 
switch. This indicates that a small amount of current is being supplied to the unit to back up the memory contents. This mode is referred to as t 
Stand By mode. While the STAND BY indicator is lit, the power of the system can be switched ON/OFF from the remote control unit. 


The remote control unit provided with the receiver can also contro 
receiver through system control cords. For details of the controllable functions, 


components. 


Cassette deck operation keys 
These keys are used to operate TAPE 
A and TAPE B decks. 

REC/ARM: ; 
When recording on TAPE 8, 
puts the deck in record-pause 
mode after leaving a non-re- & 


RIPE Ne ne RP ay 


CD player operation keys 

DISC: This key is used as the disc se- 
lector of a multi-CD player. 
Each press selects a different 
disc. 


INPUT key 
Selects the input sources. 

TAPE 2 {MONITOR) key 

Press to monitor the source being 
recorded. 


8 bie ERT Tt aia tt LA 


POWER key « 


MUTE key 

Mutes the sound temporarily. 
VOLUME CONTROL keys 

Adjust the listening volume. The VOL- 


UME CONTROL knob of the main unit 
turns when these keys are operated, 
In this case, the indicator on the knob 
blinks at high speed. 


corded blank of 4 seconds. 3 


tae 
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KENWOOD 
REMOTE CONTROL UNIT 
RC-RO702 


Model: RC-R0702 
infrared ray system 


; VOLYME CONTROL ] 
pl 


TUNER operation keys 
BAND: 
Selects the broadcast band. 
P.CALL; 
Recalls preset stations. 
DIRECT: 
Used in combination with the 
numeric keys for direct tuning 
of stations. 


Numeric keys 3 
When the CD input is selected, func- §& 


tion as the numeric keys of the CD 
player. When the TUNER input is se- 
lected, function as the numeric keys 
of the tuner. 


SURROUND keys 

SURROUND MODE: : 
Switches the surround modes. 

TEST TONE: 

Switches the test tone ON and 
OFF. 

CENTER + MULTI LEVEL CONTROL: 
This combination adjusts the 
center level. 

REAR + MULTI LEVEL CONTROL: 
Adjusts the rear level. 

DELAY + MULTI LEVEL CONTROL: 
Adjusts the delay time. 


| KENWOOD cassette decks and CD player connected to the @: 
refer to the instruction manuals of these 
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e Insert two AA-size (R6 / SUM-3} batteries as indicated by the polar 
ity marking. 


fon 
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Plug the power cord of the system into an AC wall outlet, and 
press the POWER key on the remote control unit to turn the 
power on. When the power is turned on, press the key of the 
source component to be operated. 


Remote sensor 


ee eee 


e@ When two operation keys on the remote controi unit are presse: 
successively, press each key securely reserving an interval of mar: 
than 1 second for each press. 

Model: RC-R0702 e AL i connected via the system control cards, such as th: 

infrared ray system D player, can also be remote-controlled, In this case, please rear 

the instruction manual supplied with your component. 


1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 

3. Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remote control light 
sensor. In such a case, change the system installation position to prevent the malfunction. 


7 Turn the power OWN. 
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A, B OFF 
Sound is not output from the speakers. Use this setting for listen- 
ing through headphones, etc. 

AON 
Sound is output from the speakers connected to the SPEAKERS A 
terminals on the rear panel. 

BON 
Sound is output from the speakers connected to the SPEAKERS B 
terminals on the rear panel. 

A, B ON 
Sound is output from the speakers connected to the SPEAKERS A 
and B terminals on the rear panel. 


The indicators of the speaker i ‘ : e When a surround mode is activated while both SPEAKERS A and B 
aystaite cobs Used shou noneue oS EF E are ON, the SPEAKERS B system is automatically switched off. If 

the SPEAKERS B key is pressed at this time, the SPEAKERS B sys- 
tem is switched ON and the SPEAKERS A system is switched OFF 
automatically. 
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3 Select the input source. 


The input sources are switched in 


the following order: The selected source is displayed. 
(TUNER (frequency display) 


@TAPE 1 


@VIDEO 1 [7 7 
con Lu 


PHONO 
@ The selected input source is held in memory for about 3 days even 


after the power cord is unplugged from the mains outlet. 


e The sound of input source cannot be listened to while TAPE 2 is 
ON. 

@ When the volume is adjusted from the remote contro! unit, the indi- 
cator on the VOLUME CONTROL knob blinks. 
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Adjusting the tone 


To adjust low To adjust high 
frequencies frequencies 
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Adjusting the left/right sound balance 


(fr 
oe To decrease © ; 10 decrease the 
Seo the right teft sound 


sound 
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Using the LOUDNESS key 

When listening at a low volume, the loudness function allaws to com- 
pensate the low frequencies which human ears have difficulty in hear- 
ing at a low volume. : 


') (LGUDNESS 


YA | 


To cancel the loudness function 
Press the key again. 


Remote control unit only 


MUTE 


_ =: RESSS AUAtY Co ret ee eee eee © The indicator on the VOLUME CONTROL of the main unit blinks. 
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@ Plug headphones. 


PHONES 


To increase volume 


main unit 
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Line-straight playback 
This feature allows to enjoy music sources such as CD with an even 
higher sound quality. 


G) Select the source to be played. 


| as : 
@ Press the LINE STRAIGHT key. : 


ed ; : @ The tone control functions are defeated during line-straight play. 
|_| a @ The line-straight play is cancelled when a key associated with sur- 
a round play is pressed. : 
4 To cancel 


Press the key again. 
@) Play the source. 


Goes off 


ee | 
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To record a music source 


@ Setect the source to be recorded. 


INPUT SELECTOR 


Select an input source 
other than TAPE 1. 


@Put the cassette deck in record- 


pause mode. 


@ Play the source and start recording. 


@ Select a source other than TAPE 1. 


INT SELECTOR 


@ Play cassette deck 2 and start re- : 


cording on cassette deck 1. 


Cetag tape , aye d deb siig TAPE 1 — TAPE 2) 


Play the cassette deck connected to the TAPE 1 jacks and start 


Miakbebreltt of the cassette deck connected to the TAPE 2 ostiseh 


wee eer et Eerere rT Cy CEP er ree erererstrricccler cc irr tte ce er eer cre Perse er eee es sees tie ce Serer ee eee creer er reece ere ees! 


e For copying a tape using a double cassette deck, read the instruc- 
tion manual of the double cassette deck. 


Seer ee mE ETT ee PR Re PE RETR NSE OTE SRA EPP SE RESP RERR LEER 


Sinchie seearding 

By connecting this unit to a CD player or turntable manufactured by KENWOOD through a system control cord, the CD or analog disc sound can be 
recorded with a simple operation on the cassette deck{s). 
Select the music source to be recorded with the INPUT SELECTOR and put the cassette deck in record-pause mode. With this condition, press the 
play key of the CD player or turntable to start recording at the same time.as the source component Starts to play. 


BAND NEMOAY © 


The input sources are switched in the following order: 


TUNER {frequency display) 

@TAPE 1 Frequency display 
@VIDEO 1 

@VIDEO 2 


@®cod 


®PHONO ai rT 
{Lt Hy | kHz 


@ The fast frequency tuned before is displayed. 


Prec errre te 


etal ehteteltate athe te LT LEE LEE LLL LETC) 


Each press switches the band as follows: 


@ FM 
C am 


Ct ee aan 


Sd he hte ke et ee ee 


AM or FM indicator 


htt te Let Tt eee eee eee ee eee ees 


‘Each press switches the turning method as follows: 


" © AUTO lit (auto tuning) 
@ AUTO not lit 


(manual turning) 


e Usually, set the switch to AUTO [auto tuning). 


Select manual tuning when noise interferes due to weak radio wave. 
(The stereo broadcasting is received in monaural during manual 


tuning.) 


Le ee ene 


Auto tuning: 


ch ahhehadichellaietatiaetaletahted th tedteldtalbetet th ht trate tT Ta Te TT eTe eT ET CET Ee eT eee e Pe Tree Teer Tee es 


Frequency display 
“TUNED” lights up when 
4 station is turned. 


The next station found is tuned automatically. 


Manual tuning: Press repeatedly or hold until a station is tuned. 


The input sources are switched in the following order: 
@ TUNER (frequency display) 
eel Frequency display 
@VIDEO 2 
@CD 


©PHONO i ] a 
[LI | kHz 


Each press switches the band as follows: . 


i () FM 
@ AM AM or FM indicator 


2 Select the broadcast band. 


BAND MEMORY DIRECT 


: g Press the numeric keys according to the frequency to be tuned a= 
Specify the trequency. : shown below. 


AM 810 kHz........ 8,1,0 (9 kHz space) 

@ Press the DIRECT key. 8, 1 (10 kHz space) 
AM 1260 kHz.......1, 2, 6, O (9 kHz space) 

skin Havacae cakes 1,2,6 (10 kHz space) 

FM 90 MHz......... §,09,0,0 (50 kHz space) 

§,0,0 (100 kHz space} 

FM 102.5 MHz ....1, 0, 2, 5, O (50 kHz space) 


1,0,2,6 (100 kHz space) 
Frequency display 


TUNED lights up when 
a station is tuned. 


@ Enter the frequency of the desired 
station. 


1 z 3 4 & 


e If you make a mistake, repeat step 3 again 


Preparation 


Pas neh AN Pehl nin Sha See Taso ne RBA RMA teihienmwinner DDT 


RR AE A 


reset) _ 


Lights up (for 5 sec.) 


7 Press the MEMORY key during receiving a station. 


BAND MEMORY OIRECT 


SAMBA 


ens Proceed to step 2 within 5 sec.| 7 Be —* " 
(If more than 5 sec, have elapsed, press the MEMORY key again.} 


Press the numeric keys in the following order. 


To store in “15” a. +10,5 
2 Select one of the preset numbers from 1 to 20. 16 scree, +10. +10, 0 
LC i__* i e Repeat steps 1 and 2 for each of the stations to be stored in 
memory, ~.* : : 


e |f a station is stored in a preset number which already stores a sta- 
tion memory under it, the previous memory is replaced by the new 
memory content. 

e@ Once the memory content_has been preset, it is held for about 3 
days even after the power cord is unplugged from the mains outlet, 


ivingapresetstation __. 


wipes Passa foci an Ee eae et ote eT ITT 
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Press the preset number of the desired station. 


@ Select the TUNER input with the § 
INPUT SELECTOR. 2 


IMT BELECTOR 


Press the numeric keys in the following order. 
To recall “15” .........0 .+10, 5 
To recall “20” +10, +10, 0 


MAE EO Ree eran 


Foe CT LE ~ 


AW ee 


_ Receiving all preset stations in order. 


Press the P.CALL key. 


e Every time the key is pressed, the next station in the order of the 
preset number is received. 


If the key is held pressed ......, Preset stations will be received suc- 
cessively for about half a second each. 


Fe 


ey rary 


Jperation of video compone 


- For the connections and operations, also read carefully the 
2 instruction manuals of the video components. ., a 


‘oy 
. 


The input sources are switched in the following order: 
(TUNER (frequency display) 
@TAPE 1 
@VIDEO 1 “VIDEO 1” should be displayed. 


SALMA MARR TAMARA RRA AAR ARBRE RAMEE EA ALARA REAR ADEE RAA EERE EE EEE 


® Connect the component ta be played to the VIDEO 2 jacks. 
@ The connectable components include a video deck (playback only}, 
video camera (playback only), LD player or DBS tuner. 

The input sources are switched in the following order: 
CD TUNER (frequency display) 
@TAPE 1 
@VIDEO 1 “VIDEO 2” should be displayed. 
@VIDEO 2 
@CD a iT Tl E m7 
© PHONO , Vi JO LIE 


POPPE cer St or reece rer eee er ree creer et eeerereere rrr rete esrer irr cr cee rerer rr cerererr re rre re rrr rs? 


tt Pere ee E Ech PEEL eT TE re eee eer seer eee eee er eee Pee er rrr cer re erent cece reer) 


e@ Start recording with the video deck which is connected to the VIDEO 
1 jacks. 


The surround modes allaw to enjoy the feeling of presence in music. Select the mode according to the source or components “~ 


played. For the connections of the rear and/or center speakers, refer to “Connection of speakers”. . = 


DOLBY PRO LOGIC surround mode Center speaker In case center speaker 
—-S is not used _ 

Video and LD software programs carrying the [1] [baer samncuna] 

mark contain recording of the same Dolby Surround data as 

those used in movie theaters. 

The DOLBY PRO LOGIC surround mode uses the Dolby 

Surround data and brings into home a similar sound field 

with full of presence to movie theater. 

To use this mode, connect the rear (and center) speakers. 


DOLBY 3 STEREO mode 


If the left and right speakers are installed apart from each 
other, the center acoustic image (words, etc.} may vary 
depending on the Jistener’s position. The DOLBY 3 STEREO 
mode provides animproved positioning of the center acous- 
tic image regardless of the listening position. Main speakers 
To use this mode, connect the center speaker. 
~(F5) +([P7) 


THEATER LOGIC | | ‘Cena ecaele: 


This mode provides the atmosphere of a movie theater by 
adding the reverberation component of movie theater to 
the sound of the original music source. To use this mode, 
connect both the rear and center speakers. ~ (P:5] ~ (FZ) 


Additionally licensed under one or more of the following patents: U.S. numbers 3,959,590: Canadian numbers 1,004,603 and 1,037,877. 
“DOLBY”, “Pro Logic” and the double-D symbol IX] are trademarks of Dolby Laboratories Licensing Corporation, 


SCN PO CR NN I ON PS RI 


7 Activate the DOLBY PRO LOGIC mode. 


@ 


SURROUND! 


Each press of the CENTER MODE key switches the center modes as 
follows: , 
(NORMAL :When the center speaker is a compact-sized 
speaker. 
@WIDEBAND :When the center speaker is a medium- or large- 
sized speaker. 
@PHANTOM :When the center speaker is not used. 


@ Select the center mode using a & 
sharp object (such as a ball-point §& 


e If you cannot tell whether your center speaker is compact or me- 
dium-sized, try two modes and select according to your liking, 

® The selected center mode is automatically stored in memory and 
held unless it is changed later. 


PDO T Ee ET ee ee eG Te ETT eee ee ER 


® The test tone which is heard like noise moves between speakers at 


2 Adjust the volume balance. : anintervalof1.5sec. = 
@ Generate the test tone. : In NORMAL and In PHANTOM mode: 
1s 3 , : WIDE BAND modes: 
Left (L) Left (L) 
Center (C) a Right (R} 
t Right (R} Surround (Rear) {S) 


e i - Surround (Rear) {S) 
@ Align the speaker volumes with the 
main speaker volume. 


Center speaker To increase SPEAKERS = 
MULTI LEVEL CONTRO’ aon ie [" im } ! 
ca > vv & a iy See L 
, b = 
Rear speakers - : 
To: decrease e Be sure to adjust fram your listening position. 
ri é e When a key is pressed, the corresponding volume level to the key is 
@ Stop the test tone. displayed on the display. While the level is displayed, it can be ad- 
, TEST ; justed by 1 dB per press of the key. 
@ The volume levels can be adjusted in the range from ~10 dB to +10 
dB. 

® The center and rear levels. are stored in memory as the common 

settings with the THEATER LOGIC made. 


PWeeae ere Trini eririrsiiristitiiiiiii iets errr ee 


@ When the DELAY TIME key is pressed, the delay time is displayed 
on the display. 

@ The delay time can be adjusted in the range from 15 to 30 ms, in & 
ms steps. 

e Set the closest value to the value obtained with method @ or @ 
below. 

e@ Once the delay time has been preset, it is held until it ts re-set later. 


: ‘ ‘ , (Use the delay time calculation chart on the below. 
Assuming that the distance from the front speaker is A § Example: When A = 3m, B = 3m,the delay time is 20 ms. 


meters and the distance from the rear speakers is B meters | 


@ Use the follow- ; 
ing formula for 
calculation. 
Delay time 
= 20+ 3x (A - B) (Unit: ms} 


Before playing a video (or LD) software program carrying the a 
(CX) Bou nunnows] mark, be sure to complete the “DOLBY PRO =e 


LOGIC surround arrangement”. 


=— 
ee == 
| a es Re 
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Piliee tebe tedieeteces went tenaiva teste EEE Ha, 


llghis: 


FP Activate the DOLBY PRO LOGIC meade. 


SURROUND 
SURROUND 
MODE 


Each press of the key switches the modes as follows: 
(PRO LOGIC 
@3 STEREO 
@ THEATER LOGIC 
@ OFF (BYPASS) 


Peeee teres Perec EPP Pre cece Piel cr ccc ee Pere see ee eee re rer ae eee ea reree ee Eee eT Eee Creer rrr cree rae ery 


oR. MEME CONTE 
Co C4 


To cancel DOLBY PRO LOGIC SURROUND play 


Goes off 


SURROUND 
MODE 


% This mode improves the positioning of the acoustic image of 

és ee words, etc., by applying directivity enhancer processing and 
“2 using an additional center speaker when a video software 

program recorded with ordinary 2-channel stereo is played. 


7 Activate the DOLBY 3 STEREO mode. 


@Select the center mode using a : 
eae object (such as a ball-point 
pen 


Adjust the volume balance. 
© Generate the test tone. 


JEST 
TONE 


@ Align the center speaker volume 4 
with the main speaker volume. E 


MULTI LEVEL CONTROL 


@) Stop the test tone. 


TEST. 
TONE 


ri | Adjust the volume. 
VQuyMe cores 


3 STEREO | 


Each press of the CENTER MODE key switches the center modes a 
follows: 


MNORMAL ‘When the center speaker is a compact-sizc 
i speaker. 
@WIDE BAND :When the center speaker is a medium- or larg: 
sized speaker. 
e If you cannot tell whether your center speaker is compact or m: 
dium-sized, try two modes and select according to your liking. 
e The selected center mode is automatically stored in memory an 


held unless it is changed Jater. 
@ The test tone which is heard like noise moves between speakers : 
an interval of 1.5 sec. 


Left (L} 
i Center (C) 
Right (R} 


a TEST 


e Be sure to adjust from your listening position. 

@ When a key is pressed, the volume level is displayed on the displa 
While the level is displayed, it can be adjusted by 1 dB per press « 
the key. 

@ The center jeve! can be adjusted in the range from -10 dB to +1 
dB. 

@ The center level is stored in memory as the common settings wii 
the DOLBY PRO LOGIC surround mode. 


Sep ee ee eee eee eee eee Pe 


To cancel DOLBY 3 STEREO play 


Fe se) 


SURROUND 
MODE 


This mode allows to enjoy the sound field of a movie theater. son 
By varying the settings, itis also possible to create the desired Ss 
sound field. The settings should be adjusted from your listen- - 


ing position. 


Preparation 


Ed 


e@ Play a video source. 


Each press of the key switches the modes as follows: 


Activate the THEATER LOGIC made. @ PRO LOGIC Lights up. 
: @3 STEREO 

@ THEATER LOGIC 

@ OFF (BYPASS) 


SURROUND 
MODE 


Step 1 is enough for obtaining sufficient sound field effect. e The values set in the following steps are reset to the. initial iallies 
Proceed to steps 2 and 3 below if you like. ! when another surround mode is selected. . 


PURER TCAD TEPER TOTP TPA PRP PEED 


2 Adjust the volume balance. ‘a f- i I f- Ei e Go i 


@ Adjust the centre speaker volume. et 
When the CENTER key is pressed, the center volume level is dis- 


MULTI LEVEL CONTROL : played on the display. The level can be adjusted by 1 dB per press of 
e the MULTI LEVEL CONTROL key. 
The center volume level can be adjusted in the range fram —10 dB to 


+10 dB, 
REAR 43° 


When the REAR key is pressed, the rear volume level is displayed 

on the display. The level can be adjusted by 1 dB per press of the 

MULTI LEVEL CONTROL key. 

The rear volume level can be adjusted in the range from -10 dB to 

+10 dB. 

The center level is stored i in memory as the common setting with the 

DOLBY PRO LOGIC and DOLBY 3 STEREO mode, and the rear level is 
stored as the common settings with the DOLBY PRO LOGIC modes. 


MULTI LEVEL CONTROL , GEL H is dh ™ 


When the DELAY TIME key is pressed, the delay time is displayed 
on the display, which can be adjusted by 10 ms per press of the 
MULTI LEVEL CONTROL key. 

@ The initial setting is 20 ms. 

e The delay time can be adjusted in the range from 10 ms to 60 ms. 


@ Adjust the rear speaker volume. 


MULTI LEVEL CONTROL © 
a4 yay 


SURROUND 
MODE 


e Be sure to set the SURROUND MODE to OFF when the presence 
play is not required. 


aa : Remote control unit 


= 


Remote control operation is not possible. 


e Batteries are exhausted. 

® The remote control unit is too far away from 
the main system, controlling angle is teo 
large, or there is an obstacle in between. 

@ The audio cords and system control cords are 
not connected properly. 

@ The source component to be operated does 
not contain the tape(s) or CD. 

@ An attempt is mace to play a tape which is 

being recorded in the cassette deck. 


e Replace with new batteries. + P32] 
® Operate the remote control unit within the 
controllable range. 


e@ Connect properly referring to “System 
connection”. +[P.4] +28) 7 

@ Place the tape(s) or CD in the source com- 
ponent to be played. 


e Wait unit! the recording is completed. 


Amplifier 


at aN EE LESTE RTT 
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Sound is not output. e The speaker cords are disconnected. e Connect them properly referring to “Sys- 
tem connection". 


e Adjust the volume to a proper level. + 


e@ The VOLUME is set to the minimum posi- 
tion. 

@ The MUTE key is set to ON and the point 
indicator is blinking. 

@ The SPEAKERS switches are set to OFF. 

e The TAPE 2 key is set to ON. 


e@ Press the MUTE key to OFF. 


e Set the SPEAKERS switch(es) to ON. 
@ Set the TAPE 2 key to OFF, 


The STAND BY indicator blinks and sound 
is not output. 


@ Turn the power off, eliminate the short-cir- 
cuiting, then turn on the power again. 


@ Speaker cords are short-circuited. 


e Connect it properly referring to “System 
connection”. 
e Adjust the Left/Right balance. 


Soundis not output from one of the speak- 
ers. 


@ The speaker cord is disconnected. 


e The BALANCE contro! is set to an extreme 
position. 


@ Connect them properly referring to “Sys: 
tem connection”. 
e Set the presence mode. 


~ 


evhe rear-speaker cords and/or center 
speaker cord are disconnected. 

e@ The Surround play mode has not been en- 
gaged. 

e The REAR VOL. and/or CENTER VOL. con- 

trols are set to the minimum level. 


Sound is not output from the Surround 
rear speaker and/or center speaker, or 
their sound is very small. 


e Adjust the REAR VOL, and CENTER VOL 
controls. 


A hum noise is generated when the 
PHONO input selector key is pressed. 


e Insert the audio cord plugs securely inis 
the PHONO jacks. 

e Connect the grounding wire to the GNI 
terminal on the rear panel. 


@ The audio cord from the turntable is not in-_ 
serted securely into the PHONO jacks. 
@ The turntable is not grounded. 


e No antenna is connected. e Connect an antenna. 
e The broadcast band is not set properly. e Set the broadcast band properly, 


@ The frequency of the desired station is not | @ Tune the frequency of the desired statior 
tuned. + Po, 


interference. @ Noise dus to ignition noise of an automobile, | ¢@ install the outdoor antenna apart from th 
road. 
e Noise due to an influence from an electric | @ Turn off the power of the appliance. 
appliance. 
e Noise due to a nearby TV set. e Install the system more apart from the | 
set. 


A station which was preset cannot be re- | @ The preset station belongs to a frequency | @ Preset a station with a receivable fr: 
ceived by pressing the corresponding nu- that cannot be received. quency. 
meric key. @ The preset memory was cleared because the | @ Preset the station again. 

power cord had been unplugged for a long 

period of time. ; 


~ es é z -a 


1. This system is microprocessor-controlled, so malfunction may occur due te external noise or interference noise. In such a cas: 
unplug the power cord, plug it and turn power on again. Therefore, their lives may be shorter than ordinary batteries. 
2 Do not use contact cleaners because it could cause a malfunticon. Be specially careful against contact cleaners containing oil, fe 


they may deform the plastic components. 


Audio section 
Rated power output at the STEREO operation 


100 watts per channel minimum RMS, bcth channels 
driven at 8 ©, from 20 Hz to 20,000 Hz with no more 


than 0.06% total harmonic distortions. (FTC) 


Power output at the Surround operation 


Front (1 kHz, 0.9% T.H.D. at 8 Q) ........... 100 W + 100 W 

Center (1 kHz, 0.9% T.H.D. at 8 02) ......:esseeereeeereeee 160 W 

Rear (1 kHz, 0.9% T.H.D. at 8 Q)...........05 25W+25W 
Total harmonic distortion (1 kHz, 8 Q)......... 0.03% at 50 W 
Signal to noise ratio (IHF A) 

PHONO (IMM) ....22000:s0c0nsenescesnscssesnssreasnssnssroneusazanssnnnes 76 dB 

CD, TAPE, VIDEO scisccteccvc sisi cetinieucn 100 dB 
input sensitivity / impedance 

PHONO. (MIM) .....2000cerercrerecnrecerrseveerezeererenes 2.5 mV / 47 kQ 

CD, TAPE, VIDEO) .........cccsscconsrsersvernseseasece 200 mV / 47 kQ 
Tone controls 
EES sercescetececite scuciecethei eaeveusnnsssneanevecsuntvnns +10 dB (at 100 Hz) 
WRB G Boyes ps scdevivsvxpicsereceeecdeetanveracnvvitiiesasd +10 dB (at 10 kHz) 
Loudness control at - 30 dB VOLUME level 

sa wisesgaine caviar wavteewouua de peasedoenanesadeanseucwarevusedentaeceds + 8 dB (100 Hz) 
Video section 
VIDEO inputs / outputs(Composite)............... 1 Vp-p /750 
FM Tuner section 
Tuning frequency range ..........22cccceseres 87.5 MHz~108 MHz 
Usable sensitivity {IHF) ................. 13.2 dB (1.2 nV at 75 2) 
50 dB quieting sensitivity 

SIEREO wi iiossecccsissreticesauectctas 41.2 dBf {32 pV at 75 Q) 


Total harmonic distortion at 1 kHz 


IWIOING sstis cect scaztssesceented apeeetigan 0.6% 

STEREO... ses ore soveesees- 0.7% 
Signal to noise e ratio at 65 ‘dBE (IHF) 

ITO ices c cess siccitsata nd sccatehinicbaddchatccths jpictabesavineutyerdee 75 dB 

S PERE: cisicececscsctechaertictertscettiiianinctetsdl tian Oe Ob 
Selectivity (IHF +400 KHZ} ...............:csesesseeceseneeseeneenereaes 50 dB 
Stereo separation (IHF at 1 KHZ) ..............saseccsveenersreeees 40 dB 
Frequency response ........... 30 Hz~15 kHz, +0.5 dB,- 3.0 dB 
AM Tuner section 
Tuning frequency range .............:::2010 530 kHz~1,700 kHz 
Usable sensitivity .............:::00ccseess 12 nV / (500 pV / m) 
Total harmonic distortion...............c::ecsereeserntesererees 0.7 % 
Sigral tO Moise ratio .........2...:.:s.:.sc2.sssesssscsescsncesseeetesseress 438 dB 
SOLO CEI VICY ao ssiscssccestcc kaos hiss Leds ced oadecsndecieaaerctavenen dO GB 
General 
Power consumption ............... wdavattaenenn Oo0) AL 
AC outlet 

SWITCHED ................... seul: (total 200 W, 1.6 A max.) 
DIMENSIONS .......:.scccseceneeerseoneseenssezeesaes W: 440 mm (17-5/16") 


H: 143 mm (5-5/8) 
D: 401 mm (15-13/16"} 
Weight ({net)....... 


Bees SERRE FES Eee 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without 


notice. 


setetcattsctieresticeeens LL KG (26.5 Ib) 


aonce —— AEN AEGAN CO AEGIS OOOO EMO 


Audio section 


Rated power output at the STEREO operation 
(EIAJ) 1 kHz, 10 % THD at 8 Q ow. 135 W + 135 W 
{IHF '66) from 20 Hz to 20 kHz, 


0.06% T.H.D., at 8 00 isisccssesessessessssscsssessssesecees 100 W +100 W 
Power output at the Surround operation 
Front (1 kHz, 0.9% T.H.D. at 8 Q)...... 100 W +100 W 
Center (1 kHz, 0.9% T.H.D. at 8 Q)......ccccssessssenes 100 W 
Rear (1 kHz, 0.9% T.H.D. at 8 22}.......... 25 W+25 W 


Total harmonic distortion (1 kHz, 8 Q) 0.03% at 50 W 
Signal to noise ratio (IHF'66) 


PHONO (IMM) ........::scccsccerccscnrscnseceuseernazessenerunnresessuezss 76 dB 
CD, TAPE, VIDEO | sessciscccasesewecvstnapecdedcvsecrecesctteststs 100 dB 
Input sensitivity / impedance 
PHONO (MM) ......:c::csussecsesencecevestuuserssszveres 2.5 mV / 47 &Q 
CD, TAPE, VIDEO .....cscccsssrsasrrsassressererevessss 200 mV / 47kQ 
Tone controls 
BASS wise eis eels ate cei idtesiatineastieut +10 dB (at 100 Hz} 
ts | =| = | Bl Saeee eter ears atooe nee etre Rennie pe NS nene Per +10 dB (at 10 kHz) 
Loudness control at - 30 dB VOLUME level 
siduweulpanealcdesewdeds seboadeds csauusiadsmoaissucccbesehecunduves + 8 dB (100 Hz) 
Video section 
VIDEO inputs / outputs(Composite)............... 1 Vp-p /75Q 
FM Tuner section 
Tuning frequency range..... cee 87.5 MHz~108 MHz 


Usable sensitivity (IHF) ......... 
50 dB quieting sensitivity 


seer 13,2 UBF (1.2 UV at 75 Q) 


ol = | =| © eee nea ene Roe ee 41.2 dBf (32 pV at 75 Q) 
Total harmonic distortion at 1 kHz 
VINOD: sie sacesnixastaccunseerssarnmuitintaitetin iene eae 0.6 % 
STEREO isvcictiaieisereataquasiniitedtnens taint 0.7 % 
Signal to noise ratio at 65 dBf (JHF) 
IOI sani esicaz atau since suva dias das cheitad daatavtsdadaautitessukdsassainads 75 dB 
STE oi st teste ely eerota tna resdemenieny 68 dB 
Selectivity (IHF + 400 KHZ) ...........222:2rercceeesseoeneeeeeneeeennnee 50 dB 
Stereo separation (IHF at 1 KHZ) .........cceeccesscseneesnsanne 40 dB 
Frequency response ....... 30 Hz ~ 15 kHz, + 0.5 dB, - 3.0 dB 
AM Tuner section 
Tuning frequency range 
PMA 2: sscishcciuiiusd jearaysoasacsdnnadasiaainainincss 531 kHz ~ 1,602 kHz 
TO SRIAR. cvsncccateexnseay besvevinesvatiewiccseenctnienes 530 kHz ~ 1,610 kHz 
Usable sensitivity ..................2:.::0cses 12 pV / (500 ae . Hy 
Total harmonic distortion ...........cccsssecnrscsersssneeessernerees 
Signal tO MOISE Patio .........scsecceeencescersrseereeseeeennerezerzerreenes i = 
SOLOCEVIEY oivisisaasidsiondavcnsuncaniesdahecapestiaivvanstiuscenstevuaanversietes 30 dB 
General 
POWEr CONSUMPTION ..........::sccccecsesareecenscenvencareseuserenuneeay 330 W 
AC outlet 
SWITCHED ..........22:::sscnsssecsssrsssersccens 2: { total 200 W max.) 
{Except for Australia) 
DUNG STONING sivas sesedicccsansiniesteustacsenadabesiesesiaccoeccsaeel W: 440 mm 
H: 143 mm 
D: 401 mm 
Wala ht: (ret) sissscsssscstesteicdesdscreveccttectwneviecs teitounc 12 kg 


J, Caution:Read this page carefully to ensure safe operator 


* Audio section 
Rated power output at the STEREO operation 


100 watts per channel minimum RMS, both channels 
driven at 8 Q, from 20 Hz to 20,000 Hz with no more 


than 0.06% total harmonic distortions. (FTC) 


Power output at the Surround operation 


Front (1 kHz, 0.9% T.H.D. at 8 Q) ..............5 70W+70W 

Center (1 kHz, 0.9% T.H.D. at 8 02) .......cesccsnseeceenees 70 W 

Rear {1 kHz, 0.9% T.H.D. at 8 Q)............... ~20W+20W 
Total harmonic distortion (1 kHz, 8 Q)......... 0.03% at 50 W 
Signal to noise ratio (IHF A) 

PHONO: (MIMD ssitscccisesicssscccdicetacdcciccersoaveneceecsdectsatcones: 75 dB 

CD, TAPE- VIDEO: wicscicecsecasiecevsntvepeecrasci conseucteceneeccte 100 dB 
Input sensitivity / impedance 

PHONO) (MM) ....0.ccccssssrsossesonsenenenssenezannennes 2.5 mV / 47 kQ 

CD, TAPE, VIDEO ......02:ssecerescesvrecaceresvereres 200 mV / 47 kQ 


Tone controls 
BASS. Vivcccecesersccerscoveccessessresseessesererverereseserrse t 10 UB {at 100 Hz) 


TREBLE .....c0c.c0csserseececsesseensscesercnsereererreseeesee t 10 OB {at 10 kHz} 
Loudness control at — 30 dB level ...............- + 8 dB {100 Hz) 
Video section 


VIDEO inputs / outputs(Composite)..............1 Vp-p / 75 Q 


FM Tuner section 


Tuning frequency range...............— ~~ 87.5 MHz~108 MHz 
Usable sensitivity (IHF) .................13.2 dBf (1.2 pV at 75 Q) 
50 dB quieting sensitivity 

STEREO ......cccevesvevarecesseverssezereveeee 41.2 ABE (32 UV at 75 QO) 
Total harmonic distortion at 1 kHz 

MONDO .....-...cre0e0 at cea ie ea canes tea oe 0.6% 

STEREO isi soicesscese ecco recat tw tenet Mo 
Signal to noise ratio at 65 dBf (IHF) 


VION Oo ses ctecce ch snide suaiteniees Waa wie 75 dB 
S PERE O viccsecacictalcidiictaiseasicvnshtvinessbinsieedeisetremoe .68 dB 
Selectivity (IHF +400 KHZ) ............csceccseecessetecserer revreveres D0 GB 
Stereo separation (IHF at 1 KHZ) ..............2.cccrcrreeeee 40 GB 
Frequency response ........... 30 Hz~15 kHz, +0.5 dB,- 3.0 dB 
AM Tuner section 
Tuning frequency range ........-....---..+..+++: 530 kHz~1,700 kHz 
Usable sensitivity ..........2.---cecseeer 12 LV / (500 ae /m) 
Total harmonic distortion scvuniauutsaysaddieteeaieannicna ren etesuee 7% 
Signal to NOISE ratio ...........--:.sececeee cee cseeseeeresencerseeuseneeees He ip 
SHES CEIVTEY sasessisiesissesets cacendencsoccceassiowcsdccsedeesecesseoucusuoasesnnes 30 dB 
General 
POWEF CONSUMPTION ..........000rceeeeeeerereeenteretereceetmeereeerreree dt A 
AC outlet 
SWITCHED ...........000+------.----.2: (total 200 W, 1.6 A max.) 
For Canada......2: (total 140 W, 1.2 A max.) 
DiMONSIONS .......c2cscececeeeerecveensonee reeers .~W: 440 mm (17-5/16”) 
H: 143 mm (5-5/87) 
D: 334 mm (13-1/8%) 
Weight (met) ........------sscssnssscecsrsenssssensrenoeesees 9.5 kg (20.9 Ib) 


Other countries 


Audio section 
Rated power output at the STEREO operation 
(ELAJ} 1 kHz, 10 % THD at 8 Q oe 135W+135¥ 
(IHF '66) from 20 Hz to 20 kHz, 
6.06% T.H.D.;. at 8:0) sac ieictnscnniiessnicnn 100 W+100¥ 
Power output at the Surround operation 
- Front (1 kHz, 0.9% T.H.D. at 8 Q).......... 70W+70V 
Center (1 KHz, 0.9% T.H.D. at 8 22) .rscsssconnsenseseee 70¥ 
Rear (1 kHz, 0.9% T.H.D. at 8 Q).......... 20W+20¥ 


Total harmonic distortion (1 kHz, 8 Q) 6.03% at 50 W 
Signal to noise ratio (IHF’66} 


PHONG (MM) aissssecssescssescosessansectvecnscnssesdeseeereroscteenn 19 Cd? 


CD; TAPE, VIDEO. issiiccd inte ceca - 100 d: 
Input sensitivity / impedance 

PHONG (MIM ois isiisicc tte cctctcnniaes 2.5 mV / 47 ke 

CD, TAPE, VIDEO ......r:cccccrscccerssrertocseseennee 200 mV / 47kc 


Tone controls 
BASS. ..0.0scsccsnsevvessossrsresraceervevtvessenserseeeenn t 10 UB (at 100 Hz 
TREBLE 00... -eeccevecevsersereseeeessereeseseseeeeeses £10 GB {at 10 kHz 


Loudness control at — 30 dB level ............... + 8 dB (100 H- 
Video section 
VIDEO inputs / outputs(Composite).............. 1Vp-p/75¢ 
FM Tuner section 
Tuning frequency range ........c.ercrrereene 37.5 MHz~108 Me: 
Usable sensitivity (IHF) ................. 13.2 dBf (1.2 pV at 750 
50 dB quieting sensitivity 

STEREO............. vereeeeereraeees 41,2 GBF (32 LV at 75 O 


Total harmonic distortion at 1 kHz 
MONG ........00ceseceeeessee 
STEREO .........222022025 

Signal to noise ratio at 65 dBf (IHF) 
MONO ........-.-. 
STEREO viiasssivc iittala cee 6S EB: 


aves rereon 0.6 im 


Se eee EE EE 0. 7 ' 


Weer eee herd Pe eee ee 


ee Te ETT TE ee 75 o 


"Selectivity (WHF + 400 KHZ) wssssessssessssssssessssesssseessnsessese 50 ct 
Stereo separation (IHF at 1 KAZ) .........:..:ccsssescersennnenener 40 a: 
Frequency response ....... 30 Hz ~ 15 kHz, + 0.5 dB, ~ 3.0 a: 
AM Tuner section 


Tuning frequency range 
KHZ oo. eceeneesencensnsenernersvreseeereeeesseeeses 03 KHz ~ 1,602 kr 
WO MRS cts cteccccccc cs vavsieserdeeieipaeds www 530 KHz ~ 1,610 ke 
Usable sensitivity ...........0:::0::erieern ee 12 UV / (500 LV fm 


Total harmonic distortion ...........:...cscsssssesenseaeeeeeree rere 0.7% 
Signal to MOISE atid ...........22-cceceesereceunessnseserconereneeneeees ~48 di 
Sel CU VEY iiss angen sae ceatvdpeserceesincsssre sede soentnniwiepevensiversaeeteee 30 d: 
General 

POWEYL CONSUMPTION ........:00..cscesrscsensecensensenesenesreseerertee ~260 ¥ 
AC outlet 


SWITCHED .......ccsseceseereersseerrrecrecrreeerds ( total 200 W max. 
{Except for Australia 

mu vereranereeeccersersceeraesrsseseees WW 440 mit 
H: 143 mau 

D: 334 min 

WA git ATM OE) assssccacccsc chides esesseeceseeeenissetecicne eisai eens 9.5 k: 


DIM@NSIONS........cecceesereee ees 


KENWOOD follows a aa of continuous advancements in development. For this reason specifications may be changed withot 


notice. 


